DISPLAY UNIT 28 



CONTENT 
32 



POSITION DETERMINATION 
SYSTEM 31 



MOBILE VEHICLE 30 




Figure 1 



STORAGE UNIT 
23 




DISPLAY UNIT 
28 







SATPOS 
3 



DIGITAL 
COMPASS 
4 



CONTROLLER 
1 



Figure 2 



POSITION AND 
DIRECTION SYSTEM 300 



SATPOS 3 



STORAGE 
UNIT 
23 



DISPLAY 
UNIT 
28 



INPUT 
DEVICE 
27 



SATPOS ANTENNA 
10 



SATPOS RECEIVER 
11 



SATPOS PROCESSOR 
12 



MICROPROCESSOR 2Q 



DIGITAL 
COMPASS 
4 



CONTENT 
TARGETER 
35 



DIRECTION 
PROGRAM 
22 



POWER SOURCE 24 



CONNECTION 
MECHANISM 
21 



Figure 3 



400 



410 

LOAD MULTIPLE ITEMS OF CONTENT ONTO 
VEHICLE 



420 

DETERMINE POSITION 
OF VEHICLE 



422 

DETERMINE DIRECTION 
OF TRAVEL OF VEHICLE 



424 

DETERMINE TIME OF DAY 



430 

SELECT ITEM OF CONTENT BASED ON 
POSITION AND/OR DIRECTION AND/OR TIME 



440 

DISPLAY SELECTED CONTENT ON 
VIEWABLE DISPLAY UNIT 



I 



450 

MEASURE AMOUNT OF TIME SELECTED 
CONTENT IS DISPLAYED 



460 

CHANGE DISPLAYED CONTENT AS VEHICLE 
MOVES 



Figure 4 



